ARIZONA WING CAP MICOM-2 HF-SSB CHANNEL LIST

Chan.    Freq.        Mode  Usage

   1        4627 kHz   USB  SWR Primary

   2        4630 kHz   USB  SWR Alternate

   3        4582 kHz   USB  National Calling

   4        7635 kHz   USB  National Calling

   5      14902 kHz   USB  National Calling

   6      18205 kHz   USB  National Calling

   7      20873 kHz   USB  National Calling

   8        2371 kHz   USB  National 

   9        2374 kHz   USB  National

  10       7341 kHz   USB  Packet

  11       4466 kHz   USB  NER Primary

  12       4585 kHz   USB  MER Primary

  13       4604 kHz   USB  GLR Primary

  14       4469 kHz   USB  SER Primary

  15       4627 kHz   USB  SWR Primary

  16       4506 kHz   USB  NCR Primary

  17       4601 kHz   USB  RMR Primary

  18       4585 kHz   USB  PACR Primary

  19     26617 kHz   USB  National

  20     26620 kHz   AM    National  (LP)

  21       4469 kHz   USB  NER Alternate

  22       4582 kHz   USB  MER Alternate

  23       4601 kHz   USB  GLR Alternate

  24       4466 kHz   USB  SER Alternate

  25       4630 kHz   USB  SWR Alternate

  26       4509 kHz   USB  NCR Alternate

  27       4604 kHz   USB  RMR Alternate

  28       4582 kHz   USB  PACR Alternate

  29       5211 kHz   USB  FEMA

  30     10493 kHz   USB  FEMA

  31       5236 kHz   USB  SHARES

  32     14396 kHz   USB  SHARES

Channels in GREEN are for NORMAL use, either SWR or National CAP Channels.

Channels in BLUE are other than SWR CAP Regional frequencies.

Channels in RED are SPECIAL USE ONLY, and MUST NOT be used unless specifically authorized in writing by the responsible Agency, or by the  AZWG Director of Comm. or by the Mission Coordinator on an actual SAR or DR mission.




Chan.   Freq.        Mode  Usage

  33       5000 kHz   AM   WWV  

  34     10000 kHz   AM   WWV

  35     15000 kHz   AM   WWV

  36     20000 kHz   AM   WWV

  37     25000 kHz   AM   WWV

  38 & 39 Reserved

40-49 Enabled for Field Programming

50       2371 kHz   PLT  Tuneup (LP)

51       4469 kHz   PLT  Tuneup (LP)

52       4585 kHz   PLT  Tuneup (LP)

53       4630 kHz   PLT  Tuneup (LP)

54       7341 kHz   PLT  Tuneup (LP)

55       7635 kHz   PLT  Tuneup (LP)

56       5236 kHz   PLT  Tuneup (LP)

57     10493 kHz   PLT  Tuneup (LP)

58  14396.5 kHz   PLT  Tuneup (LP)

59     14902 kHz   PLT  Tuneup (LP)

60     18905 kHz   PLT  Tuneup (LP)

61     20873 kHz   PLT  Tuneup (LP)

62     26620 kHz   PLT  Tuneup (LP)

63-69 Unused

70       3995 kHz   LSB  RACES

71       4020 kHz   LSB  BC ‘Charlie’

72        6992 kHz  LSB  BC ‘Bravo’

73        7450 kHz  LSB  BC ‘Alpha’

74      29890 kHz  USB  BC ‘Tango’

75-99 Unused.

Channels in TEAL are receive ONLY.

Channels in Violet are TUNE-UP channels.  These transmit a low power carrier on the indicated frequency for aid in tuning up antenna tuners, etc.  DO NOT use these channels for communication!

Note: (LP) Designation means Low Power.
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